
STEEL PINTLE CHAIN
The strength and wear resistance of our Pintle Chain means it’s 
used in a wide range of applications including agriculture and 
timber sectors. 

Popular sizes of Pintle Chain and 
Attachments are now available 
ex-stock direct in the UK. 



STEEL PINTLE CHAIN

Donghua’s Pintle Chain is designed with a unique open barrel which 
minimises pin surface contact with the chain gearing face, reducing 
material build-up in the sprockets which can cause blockages, 
corrosion and potential seizure.

Our Pintle Chain is perfect for applications where material comes into 
contact with the chain, gets compacted and then corrodes the chain 
such as industrial applications or agriculture & forestry/timber sectors. 

Heat-treatment of parts during manufacture, including hardened steel 
pins, optimises wear-life making Donghua’s Pintle Chain highly durable .

Due to customer demand, common sizes of Pintle Chain, 
Attachments & Sprockets are now available ex-stock in the UK. 
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•	 Open barrel design

•	 Minimises blockages,    
 corrosion & seizure

•	 Heat treated parts 

•	 Hardened steel pins

•	 Optimal wear-life

•	 Reduced maintenance

•	 Highly durable

•	 Designed for agriculture        
    & forestry/timber sectors

•	 UK stock available

CHAIN FACT: 
Unique open barrel design cleans 
the tooth root during use removing 
any lodged material.

ATTACHMENTS:
Available from stock on connecting links
as tab with 1 hole and tab with 2 holes.
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662 42.27 22.9 7.19 41.2 44.2 18.8 3.2 37.80/8591 41.5 1.63

667H 58.75 25.4 7.94 43.7 46.7 22.2 3.2 42.30/9614 46.5 1.87
667X 57.15 26.6 11.10 50.2 55.0 23.8 4.3 66.70/15159 73.3 2.98

667XH 57.15 27.4 11.91 58.0 62.0 27.3 5.7 124.50/28295 136.9 4.34
667K 57.15 27.4 11.10 55.5 60.0 27.3 5.1 89.00/20227 97.9 3.91
667J 57.15 26.6 9..53 50.2 55.0 27.3 4.3 62.28/14155 68.5 2.81

AVAILABLE IN:

Tube


